Backfill
Pipe Size (mm)
Flowable Backfill To Vc (m3/m) * K Factor for Structure Backfill Determination
68-mm x 13-mm Corrugation Profile
300 0.34 1.46
375 0.41 1.63
450 0.66 1.88
525 0.78 211
600 0.92 2.38
675 1.08 2.64
750 1.24 291
825 1.42 3.17
900 1.67 3.52
1050 1.98 3.93
1200 2.27 4.28
1350 2.56 4.63
1500 2.87 4.98
1650 3.19 5.33
1800 3.53 5.68
1950 3.88 6.03
2100 4.24 6.38
75-mm x 25-mm or 125-mm x 25-mm Corrugation Profile
900 1.67 3.52
1050 1.98 3.93
1200 2.27 4.28
1350 2.56 4.63
1500 2.87 4.98
1650 3.19 5.33
1800 3.53 5.68
1950 3.88 6.03
2100 4.24 6.38
2250 4.62 6.73
2400 5.01 7.08
2550 5.41 7.43
2700 5.83 7.78
2850 6.26 8.13
3000 6.70 8.48
3150 7.16 8.83
3300 7.63 9.18
3450 8.11 9.53
3600 8.61 9.88

* Structure Backfill Quantity (m>/m) = [(Te-Ve)/2][K+(Te-Vc)/6]
T. = Trench Cover Depth (m), See 715-BKFL Series in the INDOT Standard Drawings.

METHOD 1-FLOWABLE BACKFILL QUANTITIES
(Circular Corrugated Pipe)

Figure 17-2M




